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SUMMARY
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In this paper, some of the unique considerations that are associated with the design and
experimental evaluation of chordwise deformable wing structures are addressed. Since chordwise elastic
camber deformations are desired and must be free to develop, traditional rib concepts and experimental
methodology cannot be used. New rib design concepts are presented and discussed. An.exl_. rimental .
methodology based upon the use of a flexible sling support and load application system has been created
and utilized to evaluate a model box beam experimentally.
Experimental dam correlate extremely well with design analysis predictions based upon a beam
model for the global properties of camber compliance and spanwise bending compliance. Local swain
measurements exhibit trends in agreement with intuition and theory but depart slightly from theoretical
perfection based upon beam-like behavior alone. It is conjectured dmt some additional ref'mement of
experimental technique is needed to explain or eliminate these (minor) departures from asymmetric, beha_or
of upper and lower box cover strains. Overall, a solid basis for the design of box structures tmse(l upon me
bending method of elastic camber production has been confumed by the experiments.
INTRODUCTION
Elastic tailoring refers to the utilization of the design flexibility of composites to achieve
performance goals. The goals are usually accomplished by selecting an appropriate structural concept, fiber
orientation, ply stacking sequence and a blend of materials. In aeronautical applications, emphasis has been
given to tailoring deformations which influence the aerodynamics of the system (ref. 1). This is called
"aeroelastic tailoring." Aeroelastic instabilities may be avoided in this manner (ref. 1), as in the X-29, or
performance enhancements, such as increased lift (refs. 2, 3) or maximizing lift-to-drag ratio (ref. 1), can
be achieved.
Earlywork inaeroelastictailoringfocusedon simplelaminatedconstructionfplate-lil_,rather low
aspect ratio lifting surfaces. The design procedures are described in ref. 4 in the following manner:.
"The designfora desiredstaticaercelasticresponsewas initially,an
iterativeprocessperformedby a slrucmralengineerfryingtosatisfya
requirementfortwistand camber establishedby an aerodynamicist."
Since that time, considerable progress has been made, including the effective use of optimization algorithms
(refs. 1,4). Emphasis, however, seems to have been given always ,._ tailoring specie configm'a.tions to
specific missions, a practice that did not foster scientific understanding or permit a tmn grasp ot me cause-
effect relationship between configuration and response. In con_t to this approach, our research breaks
with the past and focuses upon understanding, modeling, tailoring mechanisms and creating design
concepts that accentuate individual behavioral characteristics.
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and Interest in swept forward wings, which resulted in tbe X-29,focused attenti_ _ _g _n_g
twisting def_ As these _ modes are understood rather well now, our res_-'ch has
emphasized elastically pmdutzd ch(_wise camber. While camber deformations have been tailored by ad
hot: methods for specific configurations (ref. 4), it remained to create the basis for scientific understanding
of behavior and design concepts which ec,xentuate this deformation mode.
for fl_ S_ .milminrIF_ have been _ to create wings with elastically produced camberpurpose of _ the lift generated by the wing. Currendy, the usual means of accomplishing
this is with controls, the most cemmon of wh_ are flaps. If natural, intrinsic means are used to enhance
lift, then flap requirements and their associated systems may be reduced. This will yield weight savings,
acquisition cost savings and maintenance cost savings. The desired effects are presented in figure 1.
. The fundamental mechanisms that are utilized produce camber deformations in response to the usual
loading of the wing such as bending moments and torque. The camber enhances the production of lift and
ftmher modifies the loads. Significant lift _s may be prod.uc_. by tailoring using modem composite
material systems (refs. 2,3). An overview of this research is given m ref. 2.
There are several general concepts that have been used in our tailoring work. They are illustrated in
fi .l_z_. 2 and 3. The continuous filament grid stiffened structures (figure 3) are particularly useful for
tadormg response.
In this p_cr, we address two issues that are unique to chordwise deformable wings. Since
chordwise elastic camber deformations are desired and must be free to develop, traditional rib concepts and
experknerdal meflmdology cannot be used. We present and discuss new rib design concepts and an
experimental methodology based upon the use of a flexible sling support and load application system.
Experimental data are shown to be m excellent agreement with design analysis predictions for the bending
method of producing elastic chordwise camber.
The cornerstone of elastic tailoring with .c.om_x_"tes is modeling. We selected the well established
thin-walled beam theory (refs. 5-7) to serve as a basis for our models of high aspect ratio wings,
appropriately modified to predict chordwise camber deformations (refs. 2,3). An established body of
knowledge appears in refs. (2,3,8-12). Of particular importance is the correlation shown between the beam
model and extensive finite element simulations for the bending case (refs. 8,12).
RIB CONCEPTS FOR CHORDWISE DEFORMABLE WINGS
Along with the development of elastically tailored chordwise deformable wings, it is necessary to
design a compatible rib structure that allows the chordwise deformation to occur while still perfmming
some of the traditional functions of a rib. A traditional rib is designed to: 1) preserve the cross section
gemneuy, 2) distribute pressure loads to the _ and stiffeners, 3) support the wing covers, and 4) serve
as attachment .k._auons for system equipment. The new chordwise deformable rib still transfers pressure
loads and provides cover suPIX_ but it must allow the cross section geometry to camber. Five new rib
design corcepts appear in figures 4-8.
Figure 4 shows the Vertical Column Support type of fib structure. This style of rib is _ve because
it is easily joined to the proposed grid stiffening structme of the wing box (refs. 2,3,8-10). Due to the
method of consu'ucting the grid slructur¢, convenient points of attachment for the columns are created. To
minimize the restraint of the fib on chordwise deformation, it is goposed to use universal joints to attach
the columns to the grid. The grid structure needs to be sized such that the columns can be placed at the
proper spanwise intervals so that they support the covers against general instability buckling modes.
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The Acx_._ton Rib, unlike thecolumn supports, provides _us chordwise support to the covers
while still allowing differentialexpansion of the upper and lower_ wing box covers. The
Accordion Rib looks much like the pleated portion of an accordion. The pleats will conform to the grid
structure as shown in figure 5.
The Diagonal Rib Structures, figures 6 and 7, consist of diagonal columns fastened to the grid _wmre
like the Vertical Columns via universal joints. Figure 6 shows the Segmented Diagonal Columns jointed at
their intersection while figure 7, Crossed Diagonal Columns, shows no midsection joint.
The Floating Rib Structure, figure 8, is constructed of crossed diagonal fibs with one end fastened with
a universal joint and the other free to float. The floating end rests on an abrasion pad that attaches to the
upper and lower wing covers.
A detailed design analysis is required for sizing the individual dements in these configurations. These
suggestions should prove useful as technology for chordwise deformable wings advances.
EXPERIMENTAL METHODOLOGY
Attention is restricted to the bending method (refs. 2,3,8-10,12) of creating elastically produced
chcedwise camber deformation. This method produces an intentionally exaggerated form of anuclastic
chordwise curvature, which is a natural tendency in response to spanwise bending. The key to successfully
using this approach is to create large effective Poisson's ratios in the wing box covers while preserving the
essential integrity of the box cross section.
The "best" test to perform in order to evaluate and validate camber production experimentally is a four-
noint bendin_ test. This test method creates a gage section in the specimen that is exposed to a pure
spanwise betiding moment only, a simple state of loading that isolates the desired effect of anticlastic
curvature. The challenge, of course, is to create a way of performing the test that utilizes methods of load
application and support that permit chordwise camber deformations to freely occur.
Test Specimen Design
The box beam test specimen (figure 9) has been designed with three factors in mind. First, due to the
dimensions of our PHI laminating press, the box covers are limited to a maximum length of twenty inches.
The cover layup is taken to be [:t:26] in keeping with our optimized design without stiffeners (refs. 2,3,12).
Second, to prevent the covers from buckling under the four point bending loading, a cover width of four
inches and a thickness of twelve plies has been selected. This also is in concert with the third factor, which
is to produce easily measurable strain levels.
To prevent the covers from buckling, it is necessary to predict the buckling load of the box beam
covers. The bending stiffness of the beam was determined using the cross sectional geometry of the box
and material properties of the laminate and aluminum channel. Two methods have been used to calculate the
buckling load of the box covers and the results compare well with each other. The properties of AS4/3501-
6 graphite-epoxy have been used in the design analysis (refs. 2,3,12) for tbe covers.
The first method used was to derive the buckling equations for an orthou_ic plate with two fixed
opposing ends and two simply supported opposing ends. A closed form solution for a buckling problem
with these boundary conditions does not exmt, so the commercially available numerical solution program
"Theorist" was used to solve for the determinant of the buckling equation. This solution yields a buckling
load of 1,016 lbs, which in turn relates to a strain level of 1,565_t ¢..The second method used was to
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determine the ratio of buckling loads for a simply su_ isotropic plate to that of a fixed-fixed, s_n.ply
supported isotropic p.late with the same aspect ratio. This fa_x was then used to deamnine the buckling
load of the orthotmptc fixed-_ simply supported __ that of a simply supported on all sides
orthotropic plate. The resulting buckling load and stram level were determined to be 1,102 lbs. and 1,701
I_ respectively. Thus, in view of the approximate nature of the second method, the results compare rather
well.
Experimental Methodology
A number _ _ approaches for perform_ the four-point bending tests were devised and
thoroughly evaluated, With the help of Dr. Damodar Ambur of the NASA Langley Research Center, the
"Sling Supported Method" was selected for.impish. _gure 10 illustrates this approach in schematic
form. An _ feature of this me_ is the fact that the entire assembly is p_ in the hydraulic grips
of our 75 kip MTS universal testing m_ and pulled in tension. The flexible slings of nylon strap
material are used to both support the test specimen and apply the four-point loading. This concept would
seem to provide minimal resistance to the elastically produced camber deformations.
In addition to testing the wing box, a series of component and coupon tests and a detailed finite element
analysis of the fixtures were performed. Measuredpmperty data on.coupon .t_.ts were used for correlating
the test results with theory in the second method of camber correlation, which _s discussed subsequently.
All _ response measurements were made with resistance strain gages. While displacement
measurements would have been useful, the floating nature of the test setup makes them extremely
inconvenient and potentially unreliable. A diagram showing the slrain gage nomenclature and locations
appears in figure 11.
RESULTS AND DISCUSSION
Basic Strain Gage Data
Swain gage data appear in figures 12-14 as functions of applied bending moment. Figure 12 shows
data from the chordwise stra_readinggages_sThezero reference line is provided because, in a theoreticaJly perfecttest. the top and bottom gage should he symmetrically located about this reference line.
Data from the two spanwise centrally located gages appear in figure 13. Again the zero reference line is
provided. Ideally, the two gages should read the opposite of each other.
Data from the two outer or remote spanwise gages mounted on the bottom surface are presented in
figure 14. These data were used, together with turnbuckle adjustments, to balance out the load application
system with a small amount of preload applied. Theoretically, if the test conditions were ideal, the da_
from these two gages would be identical. This would correspond to perfect four-point bending condit_ous.
The above test results suggest that the objectives of the experiment were met, and the behavior reflected
is as anticipated. They must be regarded as preliminary, however, as we believe that a further developed
testing technique may produce results in closer agreement with "theoretical perfection."
Of particular interest is _ ability of the structure to produce global chordwise camber curvature. This
capability was optimized for _ box covers with the [:!_26]ply layup for AS4/3501-6 graphite-epoxy (refs.
2,3,12). Several basic relations are needed to interpret the measured data.
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-. Elementary Mechanics Model
The first relationship involves the spanwise curvature and meml_ane strains in the box. Let "1" denote
the spanwise direction and "2" the normal chordwise direction. If the usual Bemoulli-Euler assumption,
which is valid under pure bending, is adopted, we can write
_l 1= Spanwise Curvature =(Ett t" e_ i)/(H+h) (1)
where tql is the spanwise curvature, _11 is the spanwise membrane extensional strain, H is the thickness
or depth of the box, h is the cover thickness and the subscripts "t" and "u" refer to the lower and upper
covers of the box, respectively.
The second relation provides the elastic law relating spanwise curvature and bending moment. It is, in
the notation of reL 5,
KI 1-- S55My (2)
The spanwise bending moment is My, and Sss is the spanwise bending compliance. It is related to the
stiffness, Css, as follows (ref. 5):
Sss= (Cs }t (3)
and
C55= Spanwise Bending Stiffness
= 2Cs KitH-2 ) 2 + 2(EI)e
(4)
In equation (4), c, denotes the structural chord or width of the box. (EI)e is the bending stiffness of the
aluminum closure channel (figure 9) about a chordwise parallel axis, and Kll is the spanwise extensional
stiffness of the box covers. It is shown in ref. 5 that
Kll = All" (Al_2/A22 (5)
where the Aij (ij = 1,2,6) are membrane stiffnesses from lamination theory.
For balanced cover configurations and uniaxial stress conditions (ref. 5)
£22"" "(AI2/A2:_ _11 (6)
The ratio (A12/A22) is an effective Poisson ratio for the laminated covers.
From classicalBemoulli-Euler bending theory
K22 m Ko the Camber Curvature
= (AI2/A2_ K11 (7a)
"- (AI2/A2_ S55My
= (¢_2-etz_/(H+h)
(7b)
(7c)
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Eq. (7c) is analogous to eq. (1), and e22is the chordwise extensional membrane strain. Consequently, we
define the camber bending compliance such that
and the camber compliance is
= Sc_ My (8)
Sc5 -- (A12/A2_ $55 (9)
Camber Correlation
t_ _ ]taoJf in the theoretical __, "rids ts _ there is batch-to.batch variation in
coml/osite m_ themselves and some amount of variation from part-to-part due to processing. This is
normal _"sm_m_sfor compositt and is accounted for in design by the allowable properties that are used in
the design analysis. Our p_ here, however, are to evaluate (1) actual versus theoretical elastic
camber production, (2) the smtabi!ity of the test methodology and (3) the validity of the model that has been
created for use in desi_ analysis. With these objectives in mind, our correlation study proceeded in a direct
manner along two paws.
The first path or.method is based upon using the experimenU_y determined spanwise bending
m the _ cover load-_g elastic characteristic. This compliance is readily determined
from the plot of experimental data shown in figure 15. This figure is based upon the use of eqa (1) and
(2). The meagued spanwise bending _ S_, together with the theoretical value of the effective
1.26Poisson ratio of (refs. 2,3) and e_. (9), p_'tS an estimate of the camber compliance to be calculated.
This value is compared with the experimentally determined one obtained from figure 16 in table 1. The
"experimental" valueisbased upon eqs.(7c)and (8).
While _ =agt_mtent reflected in table 1 iaeu_e_t, anoti_.,r way of interpreting this information is that
(At_A22) _fo_. experimentali,y,:from._ c_.mp_ (_ 15,16) and eq.(9). _
yielns an effective Poisson ratio of l.z,, which lsm gooa agreement with the value assumea in the design
analysis (1.26). If the cover spanwise membrane stiffness Ktt is back calculated from the experimentally
determined spanwise bending compliance, known dimensions and properties of the closure channels, a
value of 0.41 x 106 lb/in is obtained.
The second path or method utilizes a completely theoretical calculation with a value of Kn of 0.52 x
10_ lb/in obtained from the test of a coupon _ from another [Y-26hs laminate. The correlation of
spanwise bending compliance appears in table 2. Camber compliance correlation is presented in table 3.
Agreement is considered quite good by this method, so this data, together with that of table 1, confLrms that
the box beam behaves in a global manner consistent with the beam-like model of ref. 5.
CONCLUDING REMARKS
In this paper, we have _ the unique _ons that are associated with the design and
.e_mal evaluation of _ise deformable wing _. Since chordwise elastic camber
deformmions are desired and must be free to develop, uad_onal rib concepts and experimental
methodology cannot be used. New rib _gn concepts are presented and discnssed. An experimental
methodology based upon the use of a t_xible sling _ and load application system has been created
and u_ to evaluate a model box beam ex_tally.
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Experimentaldatacorrelates extremely well with design analysis predictions based upon a beam-like
model for the global properties of camber compliance and spanwise bending compliance. Local strain
measurements exhibit trends in agreement with intuition but which depart slightly from theoretical
perfection in terms of upper and lower cover asymmetry. Additional work on the experiment technique is
needed to help establish the cause for this (minor) departure from beam-like local behavior. Overall, a solid
basis for the design of box structures based upon the bending method of elastic camber production has been
confirmed by the experiments.
We wish to record our frustration at a drawback to experimental composite structures research in a
university environment. Needed materiais are requited only in small quantities and are, therefore, difficult
to obtain if prudent resource management is exercised. For example, our original test specimen design was
based upon the use of standard aluminum channels that are 0.75 inches high and composite covers made of
AS4/3501-6 graphite-epoxy unidirectional tape. Unfortunately, because AS4/3501-6 material is used in
current aircraft production programs (which is the reason that we selected it), we were unable to obtain it in
a timely manner and in a suitable quantity. Also, the desired aluminum channel stock was not available in
Northern California. As a consequence, substitutions were made. The unfortunate result is that the
extensive finite element correlation study results reported in refs. 3 and 12 cannot be compared directly to
our experimental findings.
Since the agreement between fufite element simulations and the beam-like predictions was excellent
(refs. 3,12) in the earlier studies and the correlation with experiments is very good here, we consider that
the design of high aspect chordwise deformable wings by utilizing the bending method of producing
camber is on fu'm ground. Nevertheless, we are somewhat frustrated by the circumstances.
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TABLE 1.-CAMBER CORREIATION-METHOD 1
ANALYGI$ EXPERIMENT
CAMBER COMPLIANCE 1.08 1.08
(LB-IN2) "I × 10 6
PERCENT DIFFERENCE 0.5
TABLE 2.-SPANWISE BENDING COMPLIANCE CORRELATION-METHOD 2
ANALYSIS EXPERIMENT
SPANWISE BENDING
COMPLIANCE
(LB-IN2) "1 x 10 6
0.78 0.85
PERCENT DIFFERENCE 9.0
391
TAI_ 3.- CAMBZ_ CORRElATION-METHOD 2
EXPERIMENT
CAMBER COMPLIANCE
(LB-IN2) "1 x 10 6
0.99 1.08
PERCENT DIFFERENCE 9.1
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